
Second Floor Renovation

General Notes

1.  Field verify all conditions, dimensions and locations prior to start 

of work

2.  Perform all demolition work in compliance to applicable codes and 

standards.

3.  Patch and repair all surfaces to match existing where items are 

removed or altered.

4.  Patch, repair and paint all surfaces and building elements 

damaged by mechanical and electrical work and where mechanical 

and electrical items are removed, relocated or added.

5.  Coordinate and install all necessary blocking, backing, and shims 

for fixtures, accessories, equipment and hardware.

6.  The contractor must coordinate all activities and subcontractor 

activities with the owner’s representative.  Coordinate stockpile and 

storage/staging areas on and off site with owner’s representative and 

local jurisdiction prior to start of work.
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Lewis County Central Shop Site Plan
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Battery

Room

Chimney

Office

Up

Storage

Boiler

4'-1"

Notes

1. Demo Birchfield boiler and associated controls, piping, vents and exhaust ducting.  Brick chimney to 

remain.

2. Demo restroom partitions and fixtures.  Restroom demos to be coordinated to have a minimum of one 

restroom operable for employee use at all times.

Department of Central Services

Facilities Division

Lewis County Department of Central Services

Central Shop-2nd Floor Renovation

SIZE FSCM NO DWG NO REV

1st Floor Demo 1

SCALE NA SHEET 3 OF 11

Potential add/alt. 

demo for 

restroom 

renovation
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Demo identified walls

Demo flooring in all areas except lunch room

Demo ceilings in all areas except lunch room

Demo Notes
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Notes

1.  All new framing adjacent or attached to masonry or concrete shall be Pressure treated w/ vapor 

barrier.

2.  New floor joists shall be TJI rated for use or dimensional lumber to match existing.  Joists shall 

be attached using joist hangers manufactured for the material used.

3.  

U
p

ServersCommunications Area

Storage

Conference

Lunch Room
Kitchen

Area

Sound wall as per 

detail.

Chimney

12 sq. ft.

Up



Bearing Wall Typical

2x6 Studs

Non-Bearing Sound 

Deadening Wall Typical

2x4 Studs 

permitted 

ex. In 

plumbing 

wall req 2x6.

Studs shall 

be 

alternating 

sides of 

plate to 

ensure air 

gap between 

opposite 

sheetrock .  

Studs 12" 

OC

PT w/ Vapor 

Barrior

2 x 6 Plate 

PT if on 

concrete
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Walls:

1.  Exterior walls and wall abutting non conditioned space shall be insulated to minimum 

R-19.

2.  Sound attenuating wall shall be insulated with 24" batt insulation applied to both sides.

Ceilings

2.  PSAP Room and server room ceiling shall be insulated to minimum R-38

Finishes:

1.  Interior walls: Sheet rock taped and textured, primed and Painted with 

Kelly Moore/Preservative  Styrocote Rainier White eggshell finish or 

equivalent. Sound walls shall use sound attenuating fire rated sheetrock.

2. Restrooms- Floor: Sheet vinyl, coved with welded seams.  Walls: 

textured, primed, epoxy enamel paint

3. Ceilings:  Glue up acoustical tile on 5/8" taped sheetrock or Tbar drop in 

acoustical tiles.

4.  Office floors:  Glue down carpet tile, min 28 ounce commercial grade, 

professionally installed with Rubber cove base.

1

A15
2

A15

Wall to be 

insulated with 24" 

fiberglass 

insulation
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Chimney

1'-4"

Floor Infill Detail
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Conference/Backup EOC
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Notes:

1. Receptacles in server room run through UPS (County specified) are emergency power.

2. Lights in Conference, Communications and server area are to be considered emergency lighting.

3. Receptacles in conference and communications area are considered emergency power.

4. Generator sixe estimated to be 35 kW.  Final size shall be determined by equipment selected and final 

loads.

5. Stanley Access Controls system w/ dual input prox readers at identified doors.

6. Note exterior lighting
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ServersCommunications Area

Storage Lunch Room
Kitchen

Area

Sound wall as per 

detail.

Chimney

12 sq. ft.

Emergency 

Power Panel

GFI

GFI

Ceiling mount 

media box.  Set 

up as in EOC
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C
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Ductless AC Ductless ACDuctless HP

Ductless

Ceiling HP

F
F

D
e
p
a
rt
m
e
n
t 
o
f 
C
e
n
tr
a
l 
S
e
rv
ic
e
s

F
a
c
ili
ti
e
s
 D
iv
is
io
n

L
e
w
is
 C
o
u
n
ty
 D
e
p
a
rt
m
e
n
t 
o
f 
C
e
n
tr
a
l 
S
e
rv
ic
e
s

C
e
n
tr
a
l 
S
h
o
p
-2

n
d
 F
lo
o
r 
R
e
n
o
v
a
ti
o
n

S
IZ
E

F
S
C
M
 N
O

D
W
G
 N
O

R
E
V

M
e
c
h
a
n
ic
a
l 
1

1

S
C
A
L
E

N
A

S
H
E
E

T
1
1
 O
F
 1
1

Notes

HVAC units in Conference, Communications and Server area are to be considered emergency 

equipment for generator wiring.
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Kitchen

Area

Sound wall as per 

detail.

Chimney

12 sq. ft.
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4' Waste Down
CW HW up

CW Up
CW HW up

2" Waste Down
2" Waste Down


